AGATA AMB report for the October 2026 ASC meeting
E. Clément on behalf of the AMB

Executive Summary

The AMB met on 7" of May, 29" of June and will meet on the 21% of October. The
2026 AGATA week was organized by the HIL (Warsaw) and the AMB between the 7™
and 11 of September. https://indico.in2p3.fr/event/37746 121 participants registered.
Most of the presentation are on the indico. The next edition can be organized either at
GANIL (1 year before the AGATA returns to Caen) or in Spain.

The present AGATA Management Board structure is presented below.
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Several changes can be underlined. First P. Doornenbal (GSI) is now replacing K.
Wimmer (IKP) as FAIR LPM. He is invited to the AMB meetings from October 2026.
The AMB will face the 2027 retirement of Bénédicte M. from INFN Milano. She has
prepared the transition for the Infrastructure WG. We propose that G. Benzoni (INFN-
Mi) becomes the next Infrastructure WG leader. In parallel, W. Raniero (LNL) will
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now support R. Menegazzo as a transition. We have not yet identified a new Resource
Manager. The PM will ensure the continuity. H. Hess is now permanent thanks to a GSI
contract at the IKP. Great new !

The highest priority of the AMB remains the delivery of the V2 system from
DIGIOPT12 ->PACE/STARE->DCOD with the associated analysis pipe. The V2
firmware and the mass production itself are on the critical path. The integration remains
a milestone of 2026 -2027. The second priority is to support the LNL/PD local team in
the switch from the « PRISMA » to the 0° campaign

The main milestones of the past months are :

The detector status is the following. 77 asymmetric capsules have been
delivered by MIRION to the AGATA collaboration. The collaboration own the
ORTEC crystal. 6 capsules are presently under production : 2x GANIL, 1x IFIC,
2x INFN, 1x IPHC. Unfortunately, the CEA cancelled its capsule order. A full
DEGAS ATC is available and the D-AGATA capsules have been delivered
after repair by MIRION. 89 asymmetric are available. For 2027, the preliminary
estimation are very fragile with 1XINFN, a DEGAS ATC from Romania and
perhaps a Slovakian’s ATC. The D-AGATA cryostat refurbishment is ordered.
26 cryostats are delivered and available. Due to the increase of the HPGe crystal
and the cost for a MIRION cryostat (150k€ = 240k€), a full cost re-evaluation
of a full equipped ATC is now estimated to 1.1 M€ (+25% approx.)

The development of the Phase 2 FEBEE (DIGOPT12-PACE-STARE-DCOD)
chain remains the most challenging aspect of the Phase 2 project and our main
bottleneck. Over the past few months, all V2 2z (90 channels) items are funded
but we have also tension in the production line with industrial latencies. We are
missing a batch of PACE PCB (12k€ - not a budget issue). All FPGA for 3n
have been ordered and delivered in 2026. Funds are secured at 1JClab for the IT
infrastructure. Unexpected production issues for the PACE boards and long
delivery time for some connectors, cables ... The firmware delivery suffers from
high delay. The data integrity has been validated, PSA and data contents
validation have to be completed (INFN, ZeptoNova, IFIC, 1p2i, 1JClab). The
GTS integration is 90% completed (INFN, ZeptoNova, IFIC, GANIL) ;
SMART is to be deployed in standard operation at GANIL from 2027. On a
short term prospective, our strategy is to put maximum effort (Alain, Andres)
to follow closely the ZeptoNova work and to follow in details the procurement
planning (Bénédicte, Andrés, Nabil, EC)

As a reminder, the development was highly perturbed by the 2020-2021 COVID
lockdown, followed by the constraints of the LHC Run 3 start in some
laboratories. Then, the full hardware and firmware integration falls at IFIC in
2023, which was already beyond the MoU commitments. The main developer
from IFIC left Spain in 2024 while the collaboration has lost most of its FEBEE
teams compared to Phase 0. Currently, we are subcritical and unable to
absorb the defaults. However, we could maintain involvement at 15% FTE
from January 2025 for 18 months, with three contracts (S58,5k€ paid by OC)



between ZeptoNova in Leuven and GANIL. Progress are solely possible today
thanks to the outstanding commitment of Andrés and Alain. However, the
present situation is not reliable. We need urgently an engineering team to take
responsibility for PACE and its firmware in a long-term perspective with the
support from Zeptonova, as a provider company under the supervision of
the engineering team taking the responsibility. AGATA as collaboration must
keep a certain degree of know how to be able to proceed with new developments
in the future.

The AMB will open a new 56-day EFT contract with ZeptoNova (53k€ funded
by OC hosted at GANIL) with clearer deliveries and stricter validation points
from the AGATA teams (GANIL-IFIC-LNL). The contract is to be completed
by Christmas 2026 — T1 2027 and payment will be made on results only. During
the AGATA week a showstopper was defined. If, by the 2027 AGATA week,
we are unable to deliver a stable and functional pipeline and able to identify a
group committed to taking responsibility for the long-term support and R&D of
the PACE board (FW + hardware), we consider that the GANIL campaign is at
risk with a lower solid angle than the first GANIL campaign. Consequently,
AMB will consider holding the development and going to cover AGATA 2r at
GANIL with an alternative solution using CAEN modules and initiate the
needed work since RIB does not request high-level triggers. It is clear that it
will be more costly. The CAEN digitizer required to cover the AGATA needs
is about 300€ per channels.

The AMB should start preparing for phase 3 (>2031) from a technical
perspective, which will form the basis of the next MoU.

As a general statement, the AMB is currently experiencing a shortage of funds,
particularly for investment items while costs are increasing in many sectors,
such as electronics, mechanics and detectors, due to inflation and other external
factors. While many countries are not contributing to the CORE investment,
France and Italy are now suffering of severe budget cuts in the 2026-2027
budgets. As agreed at the ASC meeting in April 2026, the AMB is using the
available OC funds in the GANIL common account for repairs and detector
maintenance, as well as investments from now. Additionally, tasks that were
previously carried out by the laboratories of the collaboration are now being
outsourced to private companies (e.g. website maintenance, firmware
development). Funding issues in the UK are putting pressure on the mechanical
production of the second shaft, which is one of the objectives in the MoU and
will significantly improve the latency of transfers between LNL and GANIL.
We are proposing a scheme whereby the ~€150,000 of shaft manufacturing
costs will be paid from the GANIL commun account, once contributions have
been collected from the AGATA partners (CORE and OC). This will be clearly
identified as a CORE investment for partner’s contributing with CORE money,
and a minimum fraction of OC will be used to complete. STFC will finalise the
blueprint (T1-2027), while GANIL will organise subcontracting and delivery to
the STFC mechanical workshop (2027). Finally, it is becoming increasingly
common for a few thousand euros to become available for collaboration in the
third quarter and for these sums to need to be committed or spent before



Christmas, which puts considerable pressure on the RM and PM. Of course, it
is not always possible to commit €20k to items at such short notice. We propose
that the envisaged model for the shaft should be replicable.

ACC

ACC is receiving the answers to the questions for pre-data policy final document. ACC
is also slowly receiving the funding codes and technician’s acknowledgements to be
included in future AGATA papers. ACC discussed the future AGATA@GANIL
scientific coordinator. Mail sent Campaign Spokesperson for AGATA@GANIL before
summer. Elections after summer: S. Bottoni (INFN-Mi) is elected by the collaboration.

As discussed with Kathrin Wimmer and Pieter Doornenbal, the AGATA campaign
coordinator from GSI/FAIR will change after the meeting in Warsaw (Kathrin gives a
talk there still) from Kathrin to Pieter.

The AGATA web page: A first release of the new agata.org has been presented at the
AW. As a reminder, it is subcontracted to a private company (Globalcommunica)
funded by OC. A first invoice of 4,1 k€ has been paid. The work now focus on the
backend with the Core author list management. A dedicated publication management
application integrated with Indigo 1AM is under development. A second invoice will
be invoiced by Christmas. Cost not yet finalized.

Working on the DMP with O. Stezowski. Presented at the AGATA week.

LNL Status (A. Goasduf)

The AGATA campaign at the Laboratori Nazionali di Legnaro (LNL) has progressed
successfully throughout the year, with significant achievements in experimental
operations, trigger system developments, detector maintenance activities, DAQ
infrastructure upgrades, and preparations for future instrumentation. While some
challenges were encountered, particularly during the recent U-238 campaign due to
exceptional environmental conditions (heat wave), the overall program remains on
track and several key milestones have been reached.

Experimental Activities with the Exotic Beam Facility. Three experiments have been
successfully performed with AGATA coupled to the exotic beam facility delivering
light radioactive ion beams to the target position. During these campaigns, measured
beam intensities were found to be in good agreement with the expected values of
approximately (1075) particles per second. A significant background originating from
the primary production target was observed throughout the measurements. This
contribution was visible not only in the AGATA spectra but also in coincidence spectra
recorded with the silicon detectors installed in the reaction chamber. Despite this
experimental environment, the quality of the collected data appears satisfactory. The
analysis of all three experiments is currently ongoing. Preliminary online results
obtained during the beam time are particularly encouraging for at least two of the
experiments, indicating promising physics outcomes.



Validation of the New EXOGAM2 Trigger Processor Firmware. A major effort was
devoted to the validation of the new firmware release for the EXOGAM2 Trigger
Processor (TP). The validation campaign demonstrated a significant performance
improvement compared both to the previous firmware version and to the historical
AGATA Trigger Processor implementation. Extensive testing was carried out over a
wide range of operating conditions. In particular, no dependence of the trigger
performance on the counting rate reaching the TP was identified up to rates of 50 kHz
per crystal. These results provide a robust basis for future AGATA campaigns operating
at high counting rates.

U-238 Experimental Campaign. The experimental campaign employing the U-238
beam was successfully carried out. However, the unusually severe summer heatwave
had a noticeable impact on accelerator operation. The cryogenic systems of the
accelerator, as well as parts of the control system, suffered from the elevated
temperatures. Particular difficulties were observed in the clock distribution network
used for the synchronization of the accelerating cavities. As a consequence, the total
amount of beam time available with the U-238 beam was reduced. Following
discussions and agreement with the spokespersons, the experimental program was
adapted accordingly. The experiments dedicated to reaction mechanisms were merged
into a single campaign, while the experiment focused on lifetime measurements was
shortened by a few days in order to optimize the use of the available beam time.

AGATA Dismounting and Detector Maintenance. The AGATA dismounting
activities have started. All ATCs have now been removed from the honeycomb
structure. During the initial stages of the operation, a bug was identified in the PLC
control software. The issue was investigated by the CEA team, which released a
corrective patch. The updated software is scheduled for implementation next week. The
detector group will proceed next week with the removal of most neutron-damage
capsules. The capsules will subsequently be shipped to Mirion for annealing in order to
recover detector performance. In parallel, the GALILEO filling system has been
refurbished. This upgrade will ensure that all ATCs remain cold throughout the
configuration-change process, thereby improving operational flexibility and reducing
associated risks.

DAQ Infrastructure and Debian 13 Migration. Testing of the GGP software
environment under Debian 13 is currently underway. Communication with the GGP
hardware has been successfully established, and the slow-control systems for both the
GGP and the DigiOpt-12 modules are fully operational. The GTS server has also been
successfully compiled. The only remaining step before full validation is the verification
of the GTS alignment procedure. These developments are important prerequisites for
the migration of all GGP anodes to Debian 13. The objective is to establish a fully
uniform DAQ environment ahead of the installation of the V2 electronics. The
migration will also facilitate the transition of the data storage infrastructure towards
CEPHFS, eliminating the current performance bottleneck associated with the NFS
node.

Contingency Plan for V2 Electronics Delivery. The INFN team has been working
closely with the NUMEN collaboration and CAEN to establish a temporary
contingency solution aimed at mitigating potential delays in the delivery of the V2
electronics. As part of this effort, 25 channels of CAEN digitizers have already been



delivered to LNL. Preparations are ongoing for the fabrication and installation of
dedicated patch panels that will connect the AGATA detectors to the CAEN digitizers.
The readout infrastructure being developed for this temporary solution is based on the
same architecture foreseen for the V2 electronics. This approach will facilitate a rapid
transition between the temporary and final systems once the V2 electronics become
available.

NEDA Integration and Infrastructure Preparation. The NEDA mechanics,
detectors, and electronics have been delivered to LNL. The support table common to
both the PARIS and NEDA detector systems is expected to be delivered by 1JCLab by
the end of October. In preparation for the AGATA zero-degree configuration, meetings
were held with Nabil to address the electromagnetic compatibility (EMC) coupling
between the ancillary detector systems and AGATA. In parallel, procurement activities
are progressing for the copper sheets that will be installed on the experimental hall
floor. These sheets are intended to improve grounding and EMC performance before
the installation of the detector shaft and associated electronic racks. Delivery is
expected before the start of the mounting activities.

Preparation of the Zero-Degree Campaign. The Pre-PAC for the forthcoming zero-degree
campaign was organized at the beginning of July and generated a very strong response from
the user community. A total of 54 Letters of Intent (LOIs) were submitted, including
resubmissions from previous calls, corresponding to an overall beam-time request of nearly
500 days on target. The majority of the proposed experiments require the AGATA + NEDA
configuration, confirming the strong scientific interest in this setup and its central role in the
future experimental programme at LNL. Based on the current planning, the zero-degree
campaign is expected to start with the AGATA + NEDA configuration, which will most likely
remain in operation throughout the whole of 2027. The installation of the PARIS detector array
is currently foreseen for late 2027 or early 2028, depending on the outcome of the PAC
evaluation and the scientific priorities that will emerge from the proposal selection process.
Today, the date of the LNL PAC meeting has not yet been announced. Nevertheless, the large
number of submitted proposals and the significant oversubscription of beam time clearly
demonstrate the high level of interest from the international nuclear physics community for the
upcoming AGATA zero-degree experimental campaign.

GSI Status (K. Wimmer)

LEB discussion still on-going. Implication of AGATA to be discussed. Pieter
Doornenbal replacing Kathrin Wimmer in GSI. It is natural that he becomes the new
LPM. Pieter Doornenbal will come to the AGATA week.



GANIL Status (C. Ciampi)

Many meetings on detector and mechanical assembly organized since the last ASC. The
AGATA week was also a huge opportunity for cross discussion between the GANIL
local team and the AGATA team leaders.

The integration of VAMOS-GRIT-AGATA in the G1 hall requires new tailored
designs:

> |nstallation of two rails for AGATA shaft rotation from 0° to 28°;

> New diagnostic box (including profilers, FC, turbo pump, flange for tracking

detector) and beam pipe;

> Cable management and LN2 manifold structure;

> Redesigned rack platform placement in G1;

> Integration of cryogenic *He target;

Draft of the Host Laboratory Agreement for the VAMOS-GRIT-AGATA campaign at
GANIL distributed to the different steerings (AGATA, GRIT and GANIL).
It includes :
e Definition of the budget sharing among collaborations, including the
allocation of the GANIL Hosting Lab installation funds for both AGATA and
GRIT, as well as of the respective operational costs
e Beamtime: ~2500h beam on target
e Common VAMOS-GRIT-AGATA Data Management Plan drafted

= Draft of the Host Agreement currently discussed, Common DMP available at
ATRIUM-1107114

Pre-PAC meeting to be organized in 2027 after the GANIL SC for a more detailed
preparation of the campaign. Coordination with LNL pré-PAC to be discussed.



VGA implementation 2026 2027 2028 2029

Design + manufacture

Preparation

Installation

Exploitation

More specifically, since August 2026, the mechanical drawings are 80 per cent
complete. Orders need to be placed for a production lead time of twelve to sixteen
months. In the meantime, a storage area needs to be set up for these components
pending production; this needs to be resolved with the safety group at GANIL. The
VAMOS-GRIT beam pipe will be delivered in Q3 2026 as a kit, followed by: welding,
assembly and leak tests, where each O-ring, without a clamping collar, must maintain
pressure solely through the force of a spring.

Work on the DAQ room : power consumption evaluation, security, cooling proposals.
Draft of the host agreement distributed to the different steering committees. Room 019
has been designated as the data centre, as was the case during the first AGATA
campaign. We need to finalise the quotations, plan ahead for the installation phases and
spec for a new cooling unit, or perhaps reuse the one already in place, which cools the
racks via chilled water through corridor C14. Discussions with G2I and STIL are
ongoing regarding commissioning: late 2027, or perhaps in the summer of 2028.

The design of GANIL’s LN2 distribution network has been approved. A LN2 heater-
collector will recover the exhaust via an external pipe possibly made of PVC installed
outside the building still needs to be sized. AGATA 2xn Autofill, discussion with CEA
Saclay. We are discussing the cabling and interfaces with GANIL, and assessing the
reuse of the LNL C&C cables, digital lines as well as the temperature signals and the
Profibus.

DAQ: Linked to GANIL’s DAQ’up project led by Thomas Carpentier. The new
architecture will be deployed in G1 VAMOS from 2027. SMART will gradually
replace the GTS at GANIL during 2027. DAQ meeting to be discussed from November
this year

In the G1 hall, the Cryo He3 target is expected to be commissioned in 2027. A
mechanical study, conducted in collaboration with IJCLab and the G1 team, is laying
the groundwork. This will be followed by trials, depending on availability and beam
type, in 2027 or 2028.

Electrical power: specifications and calls for tenders are currently underway, led by Mr
Faye’s vacuum group (GVC). The purchase is scheduled for 2026.

Power supply requirements: the specifications have been finalised and forwarded to
Matthieu Tellier (STIL).

Cooling requirements: updated and forwarded to Manuel Jean (STIL). Automation: the
block diagram needs to be redesigned, and the E&S systems modernised with a view



to migrating to a Siemens PLC, marking a transition to a new technological era. Finally,
the new VAMOS tracking detector: its design will be completed by the end of 2026,
under the direction of Georges Fremont and Bertrand Guillouet (DELPH).

The overall budget is estimated between 2026 and 2031 to 730k€ (~10% contingencies)
to be funded by the GANIL host lab. The breakdown structure is the following:

* 462 k€ for AGATA items

* 124 k€ for GRIT items

* 112 k€ for VAMOS items

* 29 k€ for ATRACT items
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Detector Capsules: Status Deliveries and Acceptance (H.
Hess)

Herbert is now permanent in GSI and located between GSI and IKP. With this GSI
effort, we secured for several years the detector expertise and manpower.

Recent deliveries

C026: new detector, owner (INFN), FAT performed by IPHC Strasbourg Team,
delivered to Cologne on 25™ June 2026

Repairs and annealing of AGATA detectors:

C101 :(DAGATA) repaired detector, owner (GSI), FAT performed by IPHC
Strasbourg Team, average resolution at 1332 keV: 2,00 keV and efficiency 74,8%,
delivered to Cologne on

25M June 2026

A003: annealed detector, segment resolution at 1332 keV between 1,86 keV and 2,20
keV measured, efficiency 75%, delivered to Cologne on 25™ June 2026

A016: annealed detector, segment resolution at 1332 keV between 1,77 keV and 2,12
keV measured, efficiency 79%, delivered to Cologne on 25" June 2026

B016: annealed detector, segment resolution at 1332 keV between 1,90 keV and 2,42
keV measured, efficiency 84%, delivered to Cologne on 25™ June 2026

BO17: annealed detector, segment resolution at 1332 keV between 1,95 keV and 2,25
keV measured, efficiency 75%, delivered to Cologne on 25" June 2026

C013: annealed detector, segment resolution at 1332 keV between 1,95 keV and 2,21
keV measured, efficiency 68%, delivered to Cologne on 25™ June 2026

Cluster Assembly and Maintenance

Cologne:

In Cologne, two triple cryostats are ready for shipment. The first is ATC24, owned by
GSI and equipped with detector A023, B023, C023. The second is ATC25, equipped
with A021, B025, C017, and the third one isthe DEGAS triple cryostat, assembled with
detectors A501, B501 & C501. For the DEGAS cryostat, the formal transfer of
ownership from Sweden to FAIR still needs to be completed. The delivery of ATC24
and ATC25 to Legnaro was originally planned for the end of July. However, due to
the unavailability of a suitable transport vehicle, the shipment has been postponed to
October.



Legnaro:

With the end of the 2026 physics campaign, all detectors will be removed from the
frame. After the calibration measurements, the detector group will determine and plan
the next steps for the cryostats and detectors, with the goal of having the maximum
number of detectors back in operation by February 2027. Several systems have been
running continuously for more than four years and now require urgent refurbishment
due to degrading vacuum performance. In addition, some detectors need to be annealed
to recover from neutron-induced damage.

Apart from failed FETs or warm preamplifiers, all detector signals are currently
available. However, gain shifts have been observed on some core signals, most likely
caused by faulty connectors between the warm preamplifier and the MDR cable.

ATC12: The cryostat was dismounted due to vacuum issues caused by a saturated
getter. Its capsules A006, B002, CO01 were installed in the refurbished triple cryostat
ATC14, which was then integrated into the AGATA array to replace an ATC currently
housing neutron-damaged detectors.

Afterward, the original cryostat was annealed and re-equipped with capsules A008,
B004, CO12. Initial tests, however, again revealed vacuum problems, likely originating
from a leak in the Dewar. Initial tests, however, again indicated vacuum issues, most
likely caused by a leak in the Dewar. The detectors were dismounted, and the cryostat
was transported to Cologne on 24 July for further investigation.

ATC10: The cryostat was annealed, equipped with capsules A008, B004, C012 from
ATC12 and afterward pumped. The remaining tests will be completed after the summer
break.

ATC17: The cryostat was annealed and equipped with the capsules A016, B016, C013
and afterward pumped. The remaining tests will be completed after the summer break.

All of this work was carried out at Legnaro by the IKP and IPHC Strasbourg teams, in
close collaboration with and support from the local staff during the period from 20 to
24 July.

Beginning in early October, the detector group will use the time used for the conversion
of the AGATA spectrometer to maintain the ATCs, anneal the detectors, and increase
the number of available ATCs. The goal is to ensure that the AGATA spectrometer
operates at its highest possible efficiency and performance at the start of 2027.



MIRION - AGATA meeting - MIRION Cryostat

A meeting with MIRION was organized on the 22" of June to make a status of the
production line and first discussion on the MIRION cryostat.

The Spanish (x1) and GANIL (x2) orders are confirmed. CNRS (x1 IPHC) and INFN
(x2) are on-going. Unfortunately, the CEA order (x1) is cancelled for 2026. We are
short of that capsule in 2026 when calculating the discount; a sort of penalty that we’ll
need to make up for...

For 2027, preliminary views are 1XINFN + 3xDEGAS + 3xSlovalia = 7. The penalty
brings us down to 6 for the 2027 discount calculation. Be aware, that there is no
guarantee regarding the investment in Slovakia in 2027; this is something that needs to
be clarified at the MIRION meeting in Q1 2027.

Also, MIRION has clearly indicated to us that sticking to the +2.5% inflation rate in
2027 is becoming increasingly unlikely. We will probably be looking at around +3%
due to the price of Ge metal.

A new 12 annealing contract has been opened at MIRION by GANIL.

During the meeting a first price was announced for a MIRION cryostat = 240k€ (was
~150k€ by CTT). Consideration should be given to establishing a new structure within
the working group. At first MIRION will maintain MIRION cryostat as it is expected
that CTT maintains its cryostat until ...

CAT/FAT policy needs to be reviewed.

Contract to change the last ADC to ATC + upgrade of the TU-D cryostat upgrade has
been signed between GANIL and CTT. The conversion of the last ADC into triple
cryostat was finished by CTT. The newly assembled ATC was tested with electronic
dummies and is waiting now for detectors. The procurement of the hardware required
for the conversion of the last ADC, as well as for the upgrade of the DAGATA triple
cryostat, is currently underway and is expected to take approximately 18 months. To
accelerate both the double-to-triple cryostat conversion and the DAGATA upgrade, we
used and will temporarily use available spare components—such as endcaps, Dewars,
and feedthroughs—from the detector pool. These items will be replaced with the newly
ordered parts as soon as they are delivered by the manufacturers.

In the meantime, the three DAGATA detectors have been repaired by Mirion, and
within the framework of the technology transfer, CTT and Mirion will begin assembling
the DAGATA triple cryostat in October. To make this possible, Mirion requires several
technical items from the AGATA community, such as electronic and mechanical
dummies, six MDR-to-BNC converter boxes, a pulser box, etc. The detector group
anticipated this and began preparing the required components several months ago. The
mechanical dummies are already available, and the mechanics for the electronic
dummies have been completed. The most challenging item will be the pulser core
converter box, as some of the electronic components used in it have become obsolete
and are no longer available. However, it is possible that we still have some of the
missing parts in stock. All required components are currently in production, but not all



of them will be finished before October, when the assembly of the DAGATA cryostat
is scheduled to begin. This should not cause any issues, as both the detector group and
CTT can loan the necessary parts until production is complete.

The production costs for the required mechanical and electronic components are
expected to be around €3,000—-4,000, covering only the procurement of the necessary
parts. At the moment, the financial situation is difficult, as Cologne currently has no
available funds.

The detailed status of the detectors is shown below.

Detector Nurnber| = ¥or! Owher ATk Status Comment last Encapsulation Planned delivery
number reference anneal Technology
5001 Old
5002 Old
5003 73839  |ltaly/Germany (IKP) MNew [reusable)
73952  |France (GANIL) 132250 - Oid
74030  |ltaly/Germany (Munich) 134034 Aug-25 Old
74009 |UK (Liverpool) 131705 - MNew [reusable)
74095 |Turkey (Ankarz) 139339 - old
73949  |Sweden 140235 Aug-25 New [reusable)
74096 |italy (INFN) 140526 oct-20 Old
74216 |Italy (INFN) 146057 - 0Old
74108 |Germany [IKP] 1459243 apr-24 0Old -= New
74209 |UK (Liverpool) 151634 mar-21 Oid
74369 |Italy (INFM Milano) 173487 Old
74556  |France (IN2P3) 176535 Old
74503  |France (CEA Saday) 182075 Old
74674 |Germany (TU Darmstadt) 181762 - Old
74602 |Germany (IKF) 187693 feb-26 Mew [reusable)
74658  |France (IPHC) 186045 - MNew [reusable)
74633  |Finland 133132 MNew [reusable)
74848  |Hungary 200514 New [reusable)
74913 |UK (UWS) 202414 New (reusable)
75109 |France (GANIL) 206666 - Mew [reusable)
75118  |France (IPHC) 207171 nov-22 New [reusable)
75139  |UK (Liverpool] 208095 jan-24 MNews [reusable)
75216 |Spain 208028 apr-24 New [reusable)
75219 |GSI 211001 Jul-24 MNew [reusable)
75225  |UK (Liverpool] 209273 Jun-24 New [reusable)
75289 |France [GANIL) 210707 May-25 New [reusable)
75316  [Italy (INFN) 210076 now-25 Mew [reusable)
France [GANIL) 213872 Oct-26
74571 |Sweden | 1244332 | mars-23 | Mew [reusable) | | I
T4064 |Ger|na ny (TU Darmstadt) [ | mars-23 | New [reusable) | | I




74034  |Italy (INFN Padova) 129986 - Old
735979 |France [GANIL) 132250 mar-21 Old
74026 |UK [Liverpool) 131705 aug-21 Oid
dec-24
74010 Turkey (Ankara) 135333 aug-21 Old
74065 |Sweden 140238 mars-20 Old -> New
74076 |italy [INFN) 140525 aug-21 oid
74208 |Germany (IKP) 149843 - Old
74212 |Germany (IKP} 149243 nowv-23 New (reusable)
74207 |UK [Liverpool) 151694 apr-23 old
74202 |italy [INFN Milano) 154502 - New (reusable)
74203 |Italy {INFN Lﬁﬂm] 156815 - Old
74217 |France |[IN2P3) 154132 - Old
74265  |France (CEA Saday nb 1) 157438 oct-20 old
74532 |ltaly (INFN] 178645 - Old
74659 |Germany (TU Darmstadt) 181762 - New [reusable)
74575 |Germany (IKP} 182693 - New (reusable)
74675 |UK [York Univeristy) 1359183 - New [reusable)
74957  |Hungary 200514 - New ([reusable)
74971 |UK [Uws) 202414 - New (reusable)
75117 |France [GANIL) 206665 - New (reusable)
75127 |italy {INFN) 207299 - New (reusable)
75134 |UK [Liverpool) 208098 jun-23 New (reusable)
75244 |Germany (G351} 211001 - New [reusable)
75321 |italy (INFN] 212373 Dec25 | New [reusabie)
75271 |France [CEA Saday] 210145 - New (reusable)
Spain (IFIC) 213821 - New (reusable) Nov-26
France (GANIL) 213872 - New (reusable) Dec-26

|Sweden | | now-21 | | I

|Germany [TU Darmstasds) | | feb-26 | |1
73899 |italy [INFN Padova) 129386 5 New [reusable)
73951 |France (GAMIL) 132250 - Old
74013 UK [Liverpool) 131705 Ready for FAT sept 26 - old Sep-26
74036 [Turkey (Ankara 139335 - Old
74032 |Sweden 140236 aug-21 Old
74115 |Italy INFN Legnaro) 146057 oct-20 Oid
74164 |Germany [IKF) 143843 sept-25 oid
74211 |UK [Liverpool) 151694 mar-20 oid
74220 |France (DEA Sadaynb 2) 157438 mar-21 Old

dec-24
T2 in (IFIC) 158575 aug-21 old
74424 |France (IN2P3) 158432 - Old
dec-24

74439 France (IN2P3) 158432 aug-21 Old
74422 |Spain (IFIC} 169330 - Mew [reusable)
74487 |italy (INFN Milano) 173374 apr-24 old
74632 |Germany (TU Darmstadt) 182692 leakage after annealing | juil -24 MNew (reusable] 202627
74624 |Germany (IKP) 182695 aug-21 MNew [reusable]
74586 [UK({York Univeristy] 199183 mar 25 MNew [reusable]
74960 |[Hungary 200514 - New [reusable)
74370 |UK([UWS) 202414 - Mew [reusable)
74934 |France (IPHC) 206752 - Mew [reusable)
75128 |Italy {INFN} 207293 - Mew [reusa bIE!
75145 |France (GANIL) 208400 aug-23 MNew (reusable)
75267 |Gemmany (GS1) 211001 nov.-24 Mew [reusable)
75284 |France (GANIL) 210707 sept.-25 MNew [reusable)
75315 |italy (INFN] 210076 dec-25 | New [reusable)
75334 |ktaly (INFN) 212323 juin-26 Mew (reusable)

S ——
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C501 [DEGAS) 74661 [Sweden [ 184432
C101 (TUD) 74236 |Germany (TU Darmstadt) |




Infrastructure and Mechanics (B . Million)

The infrastructure TL will be replaced. Walter Raniero will replace Roberto
Menegazzo. As for the WG leader, Giovana Benzoni will replace Bénédicte Million.

Regarding purchases, IRFU asked for 2 big orders in view of the GANIL campaign.
Several AXIS orders have been placed to prepare the GANIL phase. New patch box
have been ordered.

Mechanics : Production of the second shaft is a hard point. As a reminder, the
production of the second half of the 4pi hemisphere with shaft and honeycomb is part
of the Phase 2 objective. It is needed for beyond 90 capsules and is proposed as a way
to reduce the installation latencies between LNL and GANIL, and the next host lab.
The mechanics has been successfully covered by UK over the last decades. The present
UK grant timeline and uncertainty is putting a high risk on the production.

We are proposing a scheme whereby the ~€150,000 of shaft manufacturing costs will
be paid from the GANIL commun account, once contributions have been collected from
the AGATA partners (CORE and OC). This will be clearly identified as a CORE
investment for partner’s contributing with CORE money, and a minimum fraction of
OC will be used to complete. STFC will finalise the blueprint (T1-2027), while GANIL
will organise subcontracting and delivery to the STFC mechanical workshop (2027).

ECM : Nabil K. sent a very detailed report on his last measurements. Pointing a possible
source of noise from the CAEN HT. Further discussions are needed to understand why
it is not homogenous (observed differences between board and channels)



Front End Electronics (A. Gadea)

Status at LNL (A.Goasduff)

Presently experiment uses 28 crystals with Phasel electronics, 1 extra detector is
connected to Phase 2, 2 capsules with issues in the Phase 1 Digitizer are connected to
CAEN digitiser.

Testing the coincidences of the Phase 2 electronics: PRISMA gate goes to AGAVA to
get coincidence peak between Phase 2 and AGAVA GTS via old trigger processor. The
plot below is the coincidence peak between the V2 connected to the crystal 07C and
the AGAVA receiving the PRISMA readout gate. (Normal operating condition for the
AGATA_PRISMA coincidence) as seen from the old trigger processor

i MalnWindow v o~ x|
80 T

Regarding the data, Phase 2 in GTS mode is losing data. We get only Header and TS
but no data block (E,T) from segments.

Backup CAEN electronics is working with offline correlation of time alignment of
cores and demonstrate that data can be merged in sequence using source and now will
do the same with the beam.

Currently operating AGATA with threshold at 20-40keV.

DIGIOPT12 (A.Pullia):

From the last DIGIOPT12 version 3.7.1, 33 boards have been produced and are fully
tested. With the first test the yield is 90.9 % and fixing some issues the yield finish at
the level of 100%. Recent DIGIOPT12 deliveries: 1 core 3 segment boards for Poland,
4 core and 10 segment boards delivered for GSI and 9 Segments and 3 cores delivered
for GANIL. All boards have been sent to Valencia. Problems with the DIGIOPT12
control and programing being solved by developing a small interface boards and
mounting the TE-Connectivity connector in the DIGIOPT12 boards.



PACE (].Collado, A. Goasduff, A.Gadea, V.Gonzalez, ].M. Deltoro)

PACE Production

Still only 57 boards in Valencia (few to be repaired) 28 from GANIL order.

Alain Goasduff visited Valencia from 22" to 26! June to contribute to the PACE testing
and integration.

After the issue with the miniHDMI was identified, ETSE has been trying to get a
working setup to be able to complete the PACE CAT The first attempt failed because
the difficulty to produce the HDMI-TE connectivity cable, it was too weak and some
of the contacts didn’t match.

Finally, a PCB has been produce to adapt a full size HDMI to the TE-connectivity male
connector.

1"
605119130923

Power
Hot Plug/HEC+ [HEx

8 prototypes of the adapter board have been produced at IFIC and the first attempt to
test them failed because the PSU in the system was not delivering the 2.2V necessary
for the DIGIOPT12. We have now tested that the correct signals arrive to the required
pins in the TE connector.

During Alain’s visit CATs were performed for 15 more PACE boards with 11 boards
GTS working ok at the first attempt. The other 4 boards gave errors like INCORRECT
PLL VERSION that produced a wrong setting of the PLL. At some point in the
afternoon of Friday 26th we started to get the message WAIT: for comma 0x00BC....
In all boards we tested from this moment. This happened with all boards including the
reference one that was working before and we think that this is due to a wrong clock
sysclk initialization. With the same GTS clock we get one board (STARE 93) with the
sysclk 99.999 MHz and it is working and one board (STARE 36) with sysclk 100.3
MHz and the 0Ox00BC message. It might be a real problem or an unstable configuration.
This will be further investigated.

=> Setting use_sync FALSE

[Setting TXmux to @ and loopback to @

itreeSetup started g

leaf_MgtForwardMgtBackward_ClkSet launched : usrclk = @
Set LOCAL_CLK




At the moment 36 boards had the GTS tested with 22 working. The remaining boards
and possibly the remaining 33 boards from the 90 ordered will be tested the last ten
days of October.

NOTE: Decision needed on how to proceed with the DIGIOPT12 modification adding
the new connector, after testing the interface board.

NOTE: Teydisa has received the order of INFN for 50 PACE boards.
Action: to clear up how to produce INFN 50 PACE PCB

PACE Firmware

The visits of Alain Goasduff had two goals, first to progress on the PACE CAT and
second to progress on the clock quality issue and on the readout data quality.

During last week we had two setups active, one at LNL with PACE, AGAVA, the GTS
tree including the Trigger Processor and the DIGIOPT12 connected to an AGATA
capsule. The second at ETSE with 1 or 2 PACE connected to a GTS tree.

During the visit of Alain, we also identified issues with the initialization of the main
PLL that might explain the high rejection rate of PACE boards in the April and June
CAT’s, as mentioned before.

Javier has produced a setting of the PLL that improves the GTS clock delivered to the
ADC’s and we are trying to get conclusive tests. In fact the data coming from the LNL
setup seems to have much less digital noise.

Discuss as well the issue with the missing segment energies, that is a long standing
issue. A bug has been found in the Datapath IP that was a short timeout on the energy
register of the segments. This has been solved in a new firmware version 17/07/2026,
that we are now trying to test.

While we intend still to have an Ethernet working processor in each PACE, As Reported
in the previous meeting A.Goasduff has found a way to circumvent the IP limitation in
the GTS alignment procedure, instead of assigning a different IP to each PACE, he
assigns a different port of the same IP.With this solution, it has been possible to have
two PACE systems GTS aligned. Performing this procedure, we have found With this
procedure, we have identified as well that the set of the delays in the PACE boards is
not working yet and there is an alignment mismatch between the two channels, as you
see in the attached figure




New contract with Zeptonova:

Presently Valencia has no expert personnel on firmware that can devote some time to
maintain the pre-processing firmware. At the moment we are working with Zeptonova
only with no support from the collaboration. Thus we should aim to find one or more
groups in AGATA willing to get know-how on the AGATA firmware while keeping
Zeptonova as consultant in case of need.

We can’t expect Zeptonova will make evolve the AGATA firmware as needed in the
future.

The points under we are discussing the new contract with Zeptonova are:

-Zeptonova will commit to deliver a fully working firmware in all aspects, GTS,
Datapath and Triggering, in the coming months. We have requested a commitment of
50% of Javier time during the work.

-Zeptonova will commit to provide a working Petalinux, including the Ethernet part,
and if there are hardware adaptations to be done, they will be communicated to the
collaboration. The Petalinux will work with the IPBus GTS control version and not the
EPICS to avoid wasting considerable time. NOTE: Alain pointed out that the Peta
Linux needs EPICS running in it. Register access can be direct (or IP bus), current tests
use direct access.

-Zeptonova will include the SMART IP in the synchronization and triggering system
of PACE.

-Zeptonova is willing to commit to a knowledge transfer with the AGATA groups
willing to continue maintaining or evolving the AGATA Pre-processing firmware.
-While git base repository is ok for VHDL, the Vivado project is much more than that
and Zeptonova is willing to migrate the PACE code to the Script mode to facilitate
distribution and migration.

-Zeptonova is willing to renew maintenance contracts in the future to support the group
supporting the AGATA firmware.

Backup solution to the V2 electronics

Alain Goasduff is working with the DAQ group on a backup solution in case we have
further delays or not a sufficient number of channels delivered for the start of the
ZeroDegree Campaign at LNL.

September/October (AGATA week) we will decide whether to use CAEN electronics.
25 boards identified that could be borrowed to instrument 25 detectors. LNL will
produce preamp cable adapters. Someone else needs to create gamma-or board (Andres
thinks that IFIC may be able to do this).

Triggering will be more complex with CAEN

Nicolas is already starting to consider how to integrate CAEN into the DAQ (needs a
card in Orsay and discussion in the AGATA week).

Alain suggest r/o with standard CAEN libraries- can integrate to DCODE.

Our priority is to deliver phase 2 as designed, but likely that for zero degree we have to
use CAEN digitisers deadline AGATA week 2027.

Why continue to build phase 2 electronics? Data transfer bandwidth, triggering,
monitoring, clock distribution all missing or very limited in CAEN solution and cost
for full array is €1M more.



PSU and Mechanics: (V.Gonzalez, ].M. Deltoro)

Rear panel- larger fan modification has been made and tested- temperature now stays
below 50°C after several days running. The rear panels will now all be upgraded to use
the bigger fan.

Status:

240 DIGIOPT12, 104 STARE and 147 PACE cooling blocks ready

55 heat exchanges produced and passivated with Anodyne treatment, 105 more
produced and require que passivation treatment.

Front panels 35

Rear panels start next week

PCB revision has been made for new power supply capacitors with increased voltage.
Small PCB designed to connect PACE to DIGIOP12 using HDMI as noted above)

5 full rack/box sets received from GANIL order.

Have 50 PSU- just need PACE to start assembly. 60 more ordered of a new version
with small changes due to obsolescence.

STARE Topology Manager and slow control and DCODE status (N.

Karkour, X. Lafay)
All STARE production is finished and tested. half the production is still at the
manufacturer just to repare few boards before complete delivery. Everything is
mounted all SOMS are mounted and tested. We have maybe 4 or 5 boards out of 145
(135 plus 10 preseries) which are not working and X.Lafay need to check why with the
manufacturer.

N.Dosme reported that sometimes the PACE/STARE comms were lost- data transfer
continued but card was not visible on network. X.Lafay found that some messages were
being ignored because of a crash caused by messages over 600bytes. Now the firmware
has been updated to ignore long messages.

Trigger Processor and SMART (A. Boujrad, M. Bezard, E.Clement)

First experiment in June TAS instrumented with NUMEXO2 and using SMART.
FASTER plus NUMEXO2 and VME using SMART timestamps- 3 subsystems M.
Bezard successfully coupled including VME/VXI.

Expected to replace GTS by SMART from 2027 at GANIL to regain 100% control of
clock distribution at GANIL. Next thing is to get trigger functionality for SMART.



Software and slow control firmware (Ch. Bonnin, N. Dosme)
Christian reported that March technical meeting at 1JC lab- report written:

https://atrium.in2p3.fr/c57e3e31-3a02-4468-hd68-aa13775056¢ca

STARE slow control updated.

Nicolas, Xavier, Christian have discussed information-sharing between topology
manager and slow control

Nicolas- topology manager improved to manage V2 and generate all configuration files.
As yet the PACE is not included until PACE firmware (including registers) is finalised.
A new PACE with latest firmware is needed in Orsay to continue this development as
soon as s stable version is available.

Summary of Procurement and Delivery Schedule

DIGIOP12 90 full sets in stock and 8 more cores (4 GSI, 1 Poland, 3 GANIL), 23 more
segments (10 GSI, 4 Poland, 9 GANIL), have been delivered. Segment modified for
pre-amplifier fast reset control. Still Necessary to add new SPI1/12C control TE-conect.
Connector

STARE 129 boards are ready + 10 pre-production). 75 STARE already delivered to
IJCLab, 65 at the factory ready to be delivered but 4 not working. Presently the yield is
better than 95%.

PACE 90 ordered. 57 delivered to Valencia; at least 3 with issues requiring repair;
CAT performed for the GTS interface for 35 boards, 21 with the GTS ok, 14 with
Rx/Tx issues or wrong PLL identification, system clock issues or power supply issues.
All SOMs (135 plus spare) have arrived in Valencia. 50 more PACE ordered by INFN

All SOMs (135 plus spare) have arrived in Valencia.

PACE Firmware: Progress in the context of the 1st contract with Zeptonova, with the
collaboration of LNL, IFIC and ETSE and GANIL: AGATA Ph2 Trigger Firmware,
Monitoring Block, Control System with the New PLL, PACE Test Setup,
Implementation of a New Energy IP Block, Migration to the Latest Xilinx, Platform
Firmware Documentation. The 2nd contract: GTS-to-Trigger Processor
communication in the AGATA Ph2 PACE firmware, fine delay measurement

In the Root TDC, Validation and verification of the external trigger input 3rd contract
(ongoing) DIGIOPT12 slow control interfacing.

Proposal for a 4th contract PACE-CAP Firmware Design Freeze Project: Start-up
reliability, Produce a Script mode project generator, Data-path integrity, Global System
Time and event synchronization, including GTS and SMART:

WP1 — T1: Produce a Script mode project generator

WP2 — T1: PACE-CAP initialization optimization to meet test requirements.

WP2 — T2: Test initialization procedure development.

WP3 — T1: PACE-CAP readout channel optimization and stability update.

WP3 — T2: PACE GTS alignment Optimization.


https://atrium.in2p3.fr/c57e3e31-3a02-4468-bd68-aa13775056ca

WP3 — T3: PACE-CAP PetaLinux Ethernet

WP4 — T1: Implement SMART protocol in PACE

WP4 — T2: Test and Integration of SMART protocol and PACE
WP5 — T1: AGATA PACE Firmware training

WP5 — T2: AGATA PACE Consultation (On Demand)

PSU 50 early version existing 2 AGATA PSU-PH2 v2.13 pre-production tested and 60
under production

Cabling: Firefly cables for 100 systems, HDMI cables are to be purchased because new
connector in the DIGIOPT12. Existing COA adapters for 50 systems and connectors to
complete the 135 + spare systems in fall 2026. Signal and Power backplanes existing
for 135 + spare systems

Mechanics: Existing cooling blocks: 240 digiopt12, 143 STARE, 135 PACE. 139 heat
exchangers (84 to undergo alodine passivation) 81 front panels ready 25 ongoing and
rear panels to be produced. Enclosures and crates existing for 105 systems.

LNL LVPS for all modules exist in LNL for 32 ATCs. 15 servers for V2 from Orsay
are installed and are connected to network. 30 crystals of V2 can be supported in LNL
now. (servers and switches delivered). 4 links 100GB.

STARE Firmware: Full tested UDP firmware has been released already for sometime.
New release with counters was sent to LNL for data transmission integrity tests and is
integrated in the new test bench. STARE firmware has been updated to ignore
PACE/STARE long messages that produced crash on the communications. System test
with 24 crystals and simulated data completed successfully over 100Gbit links at
95Ghits aggregate rate, concluding that RUDP might not be needed.

Slow control Python 3 upgrade is complete and all working. Register changes from
STARE and PACE have been incorporated into slow control. Christian is keeping his
version aligned to the development version. (Javier moved to IN2P3 GIT for software).
STARE python 3 updates made to support latest version (in part flashing firmware).
XL is working on cleaning the slow control python code.



Data Processing (O. Stézowski)

Jérémie is continuing his incredible work on the AGATA data... It’s worth reiterating
that this is truly a Herculean task... he’s currently rivalling ATLAS in terms of
resources at Bologna. It’s really massive and paves the way for a more structured way
of working in the future, with a catalogue, metadata, etc. ...

Testing at Orsay is continuing to ensure the reliability of the processing... the 12
STARE units on a network interface are working. Guillaume has started setting up the
pipelines to reach the global level. The report of the last tests is :

=> 22 data links (18 Stare links + 4 software emulator links) at 5 kHz with full
processing (pre-processing + PSA + recording to disk):
https://atrium.in2p3.fr/nuxeo/site/doc/672ae55b-74ct-4acd-b4e4-
6ace1b90700d

= 18 STARE data links at 50 kHz with acquisition only (SQM + SQM2ADF followed
by data dump): https://atrium.in2p3.fr/nuxeo/site/doc/81ca3laf-6e63-4d1d-9708-
dc8bedcb9686

Key points in conclusion:

- the system enables the acquisition and complete processing of two 5 kHz crystals
using a single server (configuration for deployment at Legnaro)

- R-UDP does not appear to be necessary; losses are minimal with a well-configured
system (OS and network) (no loss on Stare links, < 5x107°% on emulated links)

- Further optimization is required on the network side (or Stare) to ensure there is no
impact on the host site’s network

Upcoming tests (already underway):

- integration of Christian’s SlowControl and monitoring software

- investigation into increasing the number of links per server (more links per acquisition
server, possibility of decoupling acquisition and processing)

They’re still learning how to manage / debug / optimise situations where a node
(STARE-switch-snode) plays up

Since June, they’ve also managed to run a 12-STARE topology at 12 kHz over a single
network interface on one snode that represents 9Gb/s of input to the machine

The topology running is just SQM + SQM2ADF (with compression)... and it’s been
validated...

The next step is to run the PSA on other machines without STARE links so that we can
parallelise the PSA and scale up ... for example, PSA at 15 kHz and see how much it
can handle in theory, potentially 10 * 12 STARE @ 12 kHz ...

Started drafting the DMP and data policy to include the ACC responses from the spring.

OASIS workshop on Al has shown that we need to clear our licencing policy for
softwares.


https://atrium.in2p3.fr/nuxeo/site/doc/672ae55b-74cf-4acd-b4e4-6aee1b90700d
https://atrium.in2p3.fr/nuxeo/site/doc/672ae55b-74cf-4acd-b4e4-6aee1b90700d
https://atrium.in2p3.fr/nuxeo/site/doc/81ca31af-6e63-4d1d-9708-dc8bedcb9686
https://atrium.in2p3.fr/nuxeo/site/doc/81ca31af-6e63-4d1d-9708-dc8bedcb9686

PSA and Tracking R&D (A. Boston)

Characterisation
Last Team meeting scheduled 25th May 2026. Report from Dan Judson.

Liverpool

The Department of Physics is having a new liquid nitrogen facility built. This requires
a new filling room to be built within the existing main lab to comply with current health
and safety regulations. This means that only 1 of the 2 big scanning tables are available.
It is expected this

work will be finished by September. We have purchased a new 1 GBqg 57Co source that
is mounted in a portable collimated block that can be used on either scanning table and
giving the possibility of 0.5 or 1.0mm collimation of 121 keVV gamma rays.

The first stage of characterising neutron damage to the A601 AGATA-like detector has
begun. It was initially scanned (singles and coincident) before being exposed to
neutrons to get a baseline. Then it was irradiated with x108 neutrons cm-2 using the
AmBe neutron source at Liverpool, due to delays using the Birmingham neutron
facility. It was then rescanned to evaluate the eTects of the neutron damage. The
neutron dose will now be increased to x109 neutrons cm-2 before the detector is
scanned again. Once this has been completed, the neutron dose will be increased to
~x1010 cm-2 (possibly at the Birmingham facility, if it is available by then) before
being characterised again. It is expected to take around 3 months.

IPHC Strasbourg

Analysis of the data from last year’s scan of BO03 looks very good.

The set up for scan of C016 is in progress — in summary

* 21st Jan — C016 installed on the scanning table.

* 20th Jan scanning across bore hole to ensure vertical alignment.

* 9th to 17th Feb C016 aligned to the D/E (IKP) boundary to ensure rotational
alignment. Now using B/A + D/E boundaries for alignment due to the way Mirion
applys the segmentation boundaries. Several test scans done for optimising the
procedure.

» 18th February — 7th March Vertical mixed mode data was taken in mid-February for
15 days.

* 12-13th March Marie-Hélene started laser alignment

* Laser alignment in May and detector placed in horizontal position.

* 25 May, the scanning table failed to stop when homing and has possibly destroyed the
alignment. This will take time to find out why it did not stop and fix the alignment.
Decision taken after the meeting to start again the scans from scratch. End estimated by
Nov-Dec 2026.

For planning — No new AGATA detector will be scanned until 2027.

IPHC analysis:

* February / March Gala was at IPHC to analyse B0O03 data and working on tomographic
scan data.



* Lea has joined the group and is working in the lab part time (50%), learning to mount
single and then triple cryostats and how to perform scans. She is doing studies the rest
of the time. Discussions have been had with people from the University of Padova about
IPHC scanning one of their Pulsed-Laser-Melted contact detectors later in the year.

Salamanca

A short report was received:

* Gala has been analysing the B003 scan data collected in Salamanca in 2025.

« She is currently trying to correct for time alignment issues, possibly caused by the
digital electronics.

» No more scan data is being taken. B003 was moved to Strasbourg and was scanned
there.

* Gala also spent time at IPHC Strasbourg helping to take B0O03 data and build the
database for the first time with the 1 mm pitch. She analysed also tomography data from
A005 and B003. Currently investigating the benefits of scan time vs number of angles
scanned.

* Due to this work, they would not be able to scan any new detectors until early 2027
at the earliest. Ideally this would be A005/C016 to allow comparison with Liverpool/
Strasbourg results. A005 is currently mounted in the Salamanca cryostat.

GSI

A short report was received:

» The A0O5 data taken in 2024 is being analysed by Hao, who is now working elsewhere
so does not have a lot of time to dedicate to the analysis.

* AO11 was scanned in 2025 for timing data. Hopefully the data will be analysed later
this year.

* In 2026 a large fire destroyed the accelerator building and lab. The fire has delayed
scanning of new Agata detectors for 2-3 years. Maybe they will have a new lab by the
end of 2027.

* There is some development work ongoing at IKP but the distance from GSI-IKP make
this slow.

* The scanning system was undamaged and is currently being used to scan silicon
detectors.

Summary of future plans:

* [PHC Strasbourg are trying to improve the final alignment of the Y-axis from the
current of accuracy of 40 milli-degrees over =/- 15 degrees.

* The vertical alignment scan of C016 looks ok but could possibly be improved.

« IPHC Strasbourg to investigate buying a new source in with a smaller physical
dimensions to give a higher count rates through the collimator without needing a higher
activity source.

* Possibly this could be made at IPHC cyclotron by activating a target. Gilbert is in
discussion with the cyclotron operators to see what is possible.



Performance and Simulation (M. Labiche)

The high energy gamma analysis and high spin run are currently analysed. Reports
will be presented at the AGATA week.

Report received from Rosa following data taken on the 19/07/2026
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Note: Resolution of ATC 20 (Pos 14) measured Detectors 2.5 ps of trapezoidal-filter risetime
in February 2026. Since April this detector was data taken 19/07/2026
excluded from the dag. General status explained in the next slide

11 ATC-33 dets
Status July 2026 (28 in DAQ)

e 01A(A002 - ATC 6): two missing segments, seg. Al and seg. E4.

* 05C (C004 and CO06 - ATC 9): gain and baseline of the core jump together over time,
this change affects the gain of the core and of the segments

e 07B (B019 - ATC 2): bad resolution due to the continuous oscillation of the energy in
the HG core (LG ok)

e 08A (A022 -ATC 22): Extra peaks at low energy in several segments. E1-6, F1-6

e 08B (B022 - ATC 22): seg. B4 with a broken FET causing ghost peaks in the neighbours
and seg. B3 with adc offset out of range (saturates).

e 08C(C014 - ATC 22): Core signal not present. Changing the preamp did not help.

e 09B (ATC 14): core with bad resolution. Sum of segments ok

e 10C (C022 - ATC 23): In many segments was confirmed a gain shift over time. In
addition the TO and TT gets strange shapes time to time. Solved during the
experiments by switching off and on the preamp.

e (00B (B018 - ATC 18): displays a cross in the PSA hit pattern

e 14A,B (A009, BO20 - ATC 20): caen digitizers

e 04 (ATC 7), 11 (ATC 1): unmounted for maintenance.




11 ATC-33 dets
Crystal lookup table July 2026 {280 DAC)

(2 Caen digitizers)

|
Position ATC Crysta llation date

00 18 017 018 018 15/01/2024
01 6 002 007 007 13/04/2026
02 1 010 014 009 05/11/2025
04
05 09 001 001 006 01/05/2022
06 19 018 012 019 13/02/2024
07 2 019 019 020 18/09/2023
08 22 022 022 014 17/03/2025
09 14 006 002 001 09/09/2025
10 23 012 008 022 04/10/2024
11
13 21 020 021 021 28/01/2025
14 20 009 020 005 01/01/2023

Performance status and updates

e Some strange nonlinearities were found in the recalibration of the detectors (see
Ryoh’s report).

e We had a meeting with Alain to understand if it was a problem related to the type of
digitizer used (AGATA, GALILEO). And it

seems these sudden increases/drops in residual trend are present on both AGATA and
GALILEO digitizers.

e The periods where some detectors were not validation have been excluded

e Femul is being modified by Matus to include poly2 recalibration (or higher order that
we need for 1 crystal). There are at least 4

detectors that need to be reprocessed before having the final core efficiency values.

e Matus optimized the efficiency code he developed to calculate the efficiency with
automatic fits, however with the current

efficiency function the curve starts to deviate significantly from the experimental
points, underestimating the experimental

efficiency above 3.5-4MeV (see slide with the efficiency curve for close up position)
e Waely was contacted to see the next steps on how to proceed with tracking. Ryoh
will continue with the analysis

e Damiano will also check the “bubble tracking” code with the performance data.

Simulation

* Git repository updated with the G4-11.4 version of Joa.

» New branch created for G4.10

« A new branch with option to use pre-defined physics list from GEANT4 is also being
prepared.

» LNL chamber geometry from CAD drawing is now available

« Simulated Efficiency curve for a 2pi configuration provided in next slide.



Simulated efficiency curve for the 0-degree campaign with
AGATA 2pi

2Pi-AGATA photopeak efficiency AGATA-2pi
including the LNL

Odegree chamber
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Commissioning

Lol presented at the last pre-PAC:

» The AGATA-NEDA in-beam commissioning will be performed using the 96Zr(p,p’)
and 32S+58Ni reactions to validate hardware triggers and 1n/2n discrimination
algorithms.

» The AGATA-PARIS in-beam commissioning will be devoted to the evaluation of the
high-energy y-ray response using 32S+110Pd and d(11B,ny)12C reactions.

Dissemination (I. Kuti) - agata.org

Contract (4.1k€) with the GlobalCommunication company in Spain for upgrading the
agata.org web site was signed and funded by OC. Completed. Milestone in April for
delivery.



